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This illustration is to give a visual perspective of
how the completed installation will look inside of
the cupboards. Below is a list of MANDATORY
pre- installation requirements before we can
proceed with the instillation.

1.

There MUST be adequate space in the
unit for the filters, water & power (as
illustrated).

All services MUST be easily accessible for
quick isolation in case of an emergency.
All sockets MUST be mounted at the top
left corner of the back wall in the
cupboard (as illustrated).

Correct cupboard dimensions (pg. 5).
Ventilation holes in kick plate and doors
(pg. 3).

Worktop cut outs for swan neck, iPad
holder and drip tray completed with the
correct dimensions (pg. 7/8/9) & MUST
be cut above the TopHealth cupboard
(as illustrated).

Chlorination of mains water circuit
completed.

OVERVIEW

Swan neck (Faucet)
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Topkealth

Page | 2



TopHealth

Ventilation

A Ventilation is a mandatory requirement for the TopHealth A

Failing to install the advised ventilation will prevent us from commissioning the equipment on installation & will also invalidate the warranty.

The equipment generates heat which needs to dissipate from the cupboard units. To enable good air flow and circulation ventilation cut outs are
required in the kick plates and on top of the cupboard doors as illustrated below.

For a smarter finish we recommend that the ventilation holes are routed (examples below).

Standard routed ventilation dimensions (per hole) - Length 300 — 400mm Height 20mm

Please contact us if you have any other alternative ventilation design ideas.
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Topkealth

Services

Electrics

2 x 13amp double socket for TopHealth unit, Chiller unit, Active ventilation (Danish
Spec), Spare. — Note: iPad can be charged via the TopHealth unit.

Waste

1 x Vertical @ 40mm waste stack with standard u-bend or Hepvo valve trap

Water

1 x Washing machine valve 15mm x %" A

‘ Mains Pressure : - Min — 2bar Max — 6bar |

Page | 4



Topkealth

Cupboard Dimensions
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TopHealth

Brita Filter Dimensions

Purity C 1000AC

@ 88 mm
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TopHealth

Worktop cut out distance dimensions — Swan neck (faucet), iPad holder & drip tray

—_ T T T !
~ >~ H
-~ S 201+ & !
// —— — i
/ |
= 176 +8 i
229 i |
mm |
< ! ! 52.9 1
B 4 IPAD HOLDER ) |
\ ri25s :
\ ‘
\\ = ’!'
\ // o . ":
N - g
~ - L ;
\\\____// JS 5“‘?’-.‘
- 0\200 'fJ .“"'--\_-
N’h r 5
A\ important AN -/

To achieve the correct cut out location
for the @ 32mm swan neck hole, you
MUST measure 229mm from the inner 250
left-hand side of the cupboard unit as
illustrated above.
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Topkealth

Flush mounted drip tray (Recommended)

This drip tray is to be used for hard surface worktops such as Marble, Granite & Corian. NOT to be used with wooden based materials such as chipboard,
MDF etc. Please contact us for advice if required.

- @ 160,51 ¢
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Top mounted drip tray

Topkealth

This drip tray is to be used for all types of wooden surface worktops i.e. Chipboard, MDF etc. Please contact us for advice if required.
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Toptealth

OVERVIEW

® opeicatn

Swan neck (Faucet) e

This illustration is to give a visual perspective of \ % a

how the completed installation will look inside of
the cupboards. Below is a list of MANDATORY
pre- installation requirements before we can
proceed with the instillation.

1. There MUST be adequate space in the @
unit for the filters, water & power (as

illustrated).

2. All services MUST be easily accessible for
quick isolation in case of an emergency.

3. All sockets MUST be mounted at the top
left corner of the back wall in the
cupboard (as illustrated).

4. Correct cupboard dimensions (pg. 5).

5. Ventilation holes in kick plate and doors

(pg. 3). '

6. Worktop cut outs for swan neck, iPad
holder and drip tray completed with the
correct dimensions (pg. 7/8/9) & MUST
be cut above the TopHealth cupboard
(as illustrated).

7. Chlorination of mains water circuit
completed.
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TopHealth

Ventilation

A Ventilation is a mandatory requirement for the TopHealth A

Failing to install the advised ventilation will prevent us from commissioning the equipment on installation & will also invalidate the warranty.

The equipment generates heat which needs to dissipate from the cupboard units. To enable good air flow and circulation ventilation cut outs are
required in the kick plates and on top of the cupboard doors as illustrated below.

For a smarter finish we recommend that the ventilation holes are routed (examples below).

Standard routed ventilation dimensions (per hole) - Length 300 — 400mm Height 20mm

Please contact us if you have any other alternative ventilation design ideas.
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Toptealth

Services

Electrics

2 x 13amp double socket for TopHealth unit, Chiller unit, Active ventilation (Danish
Spec), Spare. — Note: iPad can be charged via the TopHealth unit.

Waste

1 x Vertical @ 40mm waste stack with standard u-bend or Hepvo valve trap

Water

1 x Washing machine valve 15mm x %" \A

‘ Mains Pressure : - Min — 2bar Max — 6bar |

Page | 4



Toptealth

Cupboard Dimensions
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TopHealth

Brita Filter Dimensions

Purity C 1000AC
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Toptealth

Worktop Cut Out Distance Dimensions — Swan neck (faucet) & drip tray

| 229 mm

A

& IMPORTANT A

To achieve the correct cut out location
for the @ 32mm swan neck hole, you
MUST measure 229mm from the inner
left-hand side of the cupboard unit as
illustrated above.
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Toptealth

Worktop Cut Out Dimensions — Deluxe iPad holder

N
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Swan neck hole

Drip tray hole - This hole size can
vary depending on countertop
material. Referto pg.9 & 10

Q\

iPad holder holes

Template

Print on A4 to give actual size of box it
iPad holder holes. Centre @ 20 mm
hole & the three 6 mm drill holes for the
bolts must be drilled all the way through
work top for fixing purposes.




Toptealth

Flush mounted drip tray (Recommended)

This drip tray is to be used for hard surface worktops such as Marble, Granite & Corian. NOT to be used with wooden based materials such as chipboard,
MDF etc. Please contact us for advice if required.

- @ 160,51 ¢
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Top mounted drip tray

Toptealth

This drip tray is to be used for all types of wooden surface worktops i.e. Chipboard, MDF etc. Please contact us for advice if required.
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